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Mine Safety and Health Admin., Labor § 57.18002

§ 57.16009 Suspended loads.

Persons shall stay clear of suspended
loads.

§ 57.16010 Dropping materials from
overhead.

To protect personnel, material shall
not be dropped from an overhead ele-
vation until the drop area is first
cleared of personnel and the area is
then either guarded or a suitable warn-
ing is given.

§ 57.16011 Riding hoisted loads or on
the hoist hook.

Persons shall not ride on loads being
moved by cranes or derricks, nor shall
they ride the hoisting hooks unless
such method eliminates a greater haz-
ard.

§ 57.16012 Storage of incompatible sub-
stances.

Chemical substances, including con-
centrated acids and alkalies, shall be
stored to prevent inadvertent contact
with each other or with other sub-
stances, where such contact could
cause a violent reaction or the libera-
tion of harmful fumes or gases.

§ 57.16013 Working with molten metal.

Suitable warning shall be given be-
fore molten metal is poured and before
a container of molten metal is moved.

§ 57.16014 Operator-carrying overhead
cranes.

Operator-carrying overhead cranes
shall be provided with—

(a) Bumpers at each end of each rail;
(b) Automatic switches to halt

uptravel of the blocks before they
strike the hoist;

(c) Effective audible warning signals
within easy reach of the operator; and

(d) A means to lock out the dis-
connect switch.

§ 57.16015 Work or travel on overhead
crane bridges.

No person shall work from or travel
on the bridge of an overhead crane un-
less the bridge is provided with sub-
stantial footwalks with toeboards and
railings the length of the bridge.

§ 57.16016 Lift trucks.
Fork and other similar types of lift

trucks shall be operated with the:
(a) Upright tilted back to steady and

secure the load;
(b) Load in the upgrade position

when ascending or descending grades in
excess of 10 percent;

(c) Load not raised or lowered
enroute except for minor adjustments;
and

(d) Load-engaging device downgrade
when traveling unloaded on all grades.

§ 57.16017 Hoisting heavy equipment
or material.

Where the stretching or contraction
of a hoist rope could create a hazard,
chairs or other suitable blocking shall
be used to support conveyances at
shaft landings before heavy equipment
or material is loaded or unloaded.

Subpart P—Illumination

§ 57.17001 Illumination of surface
working areas.

Illumination sufficient to provide
safe working conditions shall be pro-
vided in and on all surface structures,
paths, walkways, stairways, switch
panels, loading and dumping sites, and
working areas.

§ 57.17010 Electric lamps.
Individual electric lamps shall be

carried for illumination by all persons
underground.

Subpart Q—Safety Programs

SURFACE AND UNDERGROUND

§ 57.18002 Examination of working
places.

(a) A competent person designated by
the operator shall examine each work-
ing place at least once each shift for
conditions which may adversely affect
safety or health. The operator shall
promptly initiate appropriate action to
correct such conditions.

(b) A record that such examinations
were conducted shall be kept by the op-
erator for a period of one year, and
shall be made available for review by
the Secretary or his authorized rep-
resentative.
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(c) In addition, conditions that may
present an imminent danger which are
noted by the person conducting the ex-
amination shall be brought to the im-
mediate attention of the operator who
shall withdraw all persons from the
area affected (except persons referred
to in section 104(c) of the Federal Mine
Safety and Health Act of 1977) until the
danger is abated.

§ 57.18006 New employees.

New employees shall be indoctrinated
in safety rules and safe work proce-
dures.

§ 57.18009 Designation of person in
charge.

When persons are working at the
mine, a competent person designated
by the mine operator shall be in at-
tendance to take charge in case of an
emergency.

§ 57.18010 First aid.

An individual capable of providing
first aid shall be available on all shifts.
The individual shall be currently
trained and have the skills to perform
patient assessment and artificial res-
piration; control bleeding; and treat
shock, wounds, burns, and musculo-
skeletal injuries. First aid training
shall be made available to all inter-
ested miners.

[61 FR 50436, Sept. 26, 1996]

§ 57.18012 Emergency telephone num-
bers.

Emergency telephone numbers shall
be posted at appropriate telephones.

§ 57.18013 Emergency communications
system.

A suitable communication system
shall be provided at the mine to obtain
assistance in the event of an emer-
gency.

§ 57.18014 Emergency medical assist-
ance and transportation.

Arrangements shall be made in ad-
vance for obtaining emergency medical
assistance and transportation for in-
jured persons.

SURFACE ONLY

§ 57.18020 Working alone.

No employee shall be assigned, or al-
lowed, or be required to perform work
alone in any area where hazardous con-
ditions exist that would endanger his
safety unless he can communicate with
others, can be heard, or can be seen.

UNDERGROUND ONLY

§ 57.18025 Working alone.

No employee shall be assigned, or al-
lowed, or be required to perform work
alone in any area where hazardous con-
ditions exist that would endanger his
safety unless his cries for help can be
heard or he can be seen.

§ 57.18028 Mine emergency and self-
rescuer training.

(a) On an annual basis, all persons
who are required to go underground
shall be instructed in the Mine Safety
and Health Administration approved
course contained in Bureau of Mines
Instruction Guide 19, ‘‘Mine Emergency
Training’’ (September 1972). The in-
struction shall be given by MSHA per-
sonnel or by persons who are certified
by the District Manager of the area in
which the mine is located.

(b) On an annual basis, all persons
who go underground shall be instructed
in the Mine Safety and Health Admin-
istration course contained in Bureau of
Mines Instruction Guide 2, ‘‘MSA W–65
Self-Rescuer’’ (March 1972) or Bureau
of Mines Instruction Guide 3, ‘‘Permis-
sible Drager 810 Respirator for Self-
Rescue’’ (March 1972). The instruction
shall be given by MSHA personnel or
by persons who are certified by the Dis-
trict Manager of the area in which the
mine is located: Provided, however,
That if a Mine Safety and Health Ad-
ministration instructor or a certified
instructor is not immediately available
such instruction of new employees in
self-rescuers may be conducted by
qualified company personnel who are
not certified, but who have obtained
provisional approval from the District
Manager. Any person who has not had
self-rescuer instruction within 12
months immediately preceding going
underground shall be instructed in the
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